Xcel Wobbler Features:

- New balanced design produces
smooth, stable performance.

« Only one moving part for longer life.
«Inlet size standard 1/2” mpt

« Low wind drift and evaporative loss
at low pressures.

« Built for strength and durability using
high-impact engineering-grade
thermoplastics, no metal parts.

- Two-year warranty on materials,
workmanship AND performance.

SPRINKLER STAND

Natures Rain Xcel Wobbler
The Natures Rain Xcel-Wobbler employs a unique off-center rotary action that provides extremely uniform distri-
bution pattern over a large or small area in a full circle pattern. Our sprinkler gives you control right at the faucet by
simply adjusting the amount of water you turn on. Its counter balance design produces smooth, stable perfor-
mance. It produces droplets which resist wind drift and are distributed in a gentle rain-like pattern. It is extremely
durable with only one moving part. The Natures Rain Xcel-Wobbler is constructed entirely of engineering grade
thermoplastics for excellent corrosion resistance and durability.

Pressure/Distance:

U.S. Data
Sprinkler Base Press. [psi] 10 15 20 p13
Flow [gpm] 1.80 | 220 | 2.54 2.84
HA Diam. at 1.5’ ht. [ft.] 440 | 470 | 505 525
MA Diam. at 1.5’ ht. [ft.] 345 | 405 | 420 43.0
Nozzle Square Spacing cuU SC Appl. Rate
# [fc] [m] % [in/hr]  [mm/hr]

9 | s0x0|905x915 | s | 13 | 030 | 762
9 | os0s|16x762 | 86 | 15 | 0as | 1118

‘ Snap all 5 legs into position

and place firmly on the ground



